A-1.

PL

PL

PL

PL

PL

PL

29

40

40

49

46

47

55

™

ER

ER

EP

EM

CB

CB

CB

Ame

APPENDI X A

REFERENCES

Requi red Publications.

89-272.

91-512.

94- 469.

94-580.

96- 463.

96-510.

CRF 1910.

CFR 122, 146, 230, 241, 260, 261, 262, 264, 267, 761.

CFR 300.

CFR 171-177, 263.

FR 2867.

FR 143.

FR 8666.

4-809-10.

385-1-92.

1165-2-132.

200- 1- 2.

385-1-1.

91-13 (avail able from CEMP-QG .
92-1 (avail able from CEMP-G) .

93-6 (avail able from CEMP-G) .

rican National Standards Institute Safety (ANSI) Standard(s).
NY 10018.

from ANSI, 430 Broadway, New York,

EM 1110-1-502

30 Apr

Avai | abl e

94



EM 1110- 1-502
30 Apr 94

Arthur D. Little, Inc. 1976 (Nov). *“Physical, Chenical and Biol ogical
Treat ment Techni ques for Industrial Wastes,” Report to U. S. Environ-
mental Protection Agency, Ofice of Solid Waste Managenent. Avail able
t hrough National Technical Information Service, Report No. PB-275-
054/ 5GA (Vol 1) and PB-275-278/1GA (Vol I1). U S. Department of
Conmer ce, 5285 Port Royal Road, Springfield, Virginia 22161.

Badger, WL. and Banchero, J.T. 1955. Introduction to Chem cal Engi neering,
MG awHi ||, 1221 Avenue of the Anmericas, New York, New York 10020.

Cheni cal Manufacturers Association. 1982. A Hazardous Waste Site Managenment
Plan, 2501 MSt., N.W, Washington, D.C. 20037.

Culp, R L., et al. 1978. Handbook of Advanced Wastewater Treatnent,
Van- Nostrand Reinhold Co., Inc., 135 West 50th St., New York, New York
10020; Orders to: VNR Order Processing, 7625 Enpire Dr., Florence,
Kent ucky 41042.

DeRenzo, D. H 1978. Unit Operations for Treatnment of Hazardous |ndustrial
Wastes, Noyes Data Corp., MII|l Road at Grand Avenue, Park Ri dge, New
Jersey 07656.

Ghasseni, M, et al. 1981. “Feasibility of Comercialized Water Treatnent
Techni ques for Concentrated Waste Spills,” TRW Environnmental Engineering
Di vi si on, Redondo Beach, California, Report No. PB82-1-8440 or
EPA- 600/ 2- 81-213. Avail abl e from National Technical Information Service,
U. S. Department of Conmerce, 5285 Port Royal Road, Springfield, Virginia
22161.

Hammer, M J. 1975. Water and Waste-Water Technol ogy, John WIley and Sons,
605 3rd Ave., New York, New York 10016.

Haywar d Baker Conpany, Earthtech Research Corp., and ENSCO, Inc. 1980.
“Chenmical Soil Grouting, |nmproved Design and Control,”Federal H ghway
Admi ni stration, Fairbank H ghway Research Station, 400 Seventh St.,
S. W, Washington, D.C 20590.

Li ptak, B. G, ed. 1974. Environnmental Engineer*s Handbook, Vol 1, Water
Pol lution, Chilton Book Co., School Library Services, Chilton Wy,
Radnor, Pennsyl vania 19089.

Lubowitz, H, Derham R, Ryan, L., and Zakrsewski, G 1977. “Devel oprent
of a Polyneric Cenenting and Encapsul ati ng Process of Managi ng Hazar dous
Wast es,” Prepared under Contract 68-03-2037 by TRW Systens G oup for
Envi ronnmental Protection Agency Minicipal Environnental Research
Laboratory, O fice of Research and Devel opnent, Ci ncinnati, OChio.
Avai l abl e from National Technical Information Service, U S. Departnent
of Commerce, 5285 Port Royal Road, Springfield, Virginia 22161.

Lutton, R, Regan, G, and Jones, L. 1979. *“Design and Construction of

Covers for Solid Waste Landfills,” EPA-600/2-79-165, Minicipal Environ-
ment al Research Laboratory, O fice of Research and Devel opment,

A-2



EM 1110- 1-502
30 Apr 94

Cincinnati, Chio. Available from National Technical |Information Service,
U. S. Department of Conmerce, 5285 Port Royal Road, Springfield, Virginia
22161.

Metry, Amir A. 1980. The Handbook of Hazardous WAste Managenment, Technomi c,
West port, Connecticut 06880.

Stanczyk, T. F., Senefelder, B. C., and Clarke, J. H 1982. “Solidification/
Stabilization Process Appropriate to Hazardous Chenicals and Waste
Spills,” 1982 Hazardous Materials Spills Conference, pp 79-84,
Government Institutes Inc., 966 Hungerford Dr., No. 24, Rockville
Mar yl and 20850.

U.S. Environmental Protection Agency. 1973. “Process Design Manual for
Carbon Adsorption,” U.S. Environmental Protection Agency Technol ogy
Transfer, EPA-625/1-7-022a. Available from National Technical |nforma-
tion Service, U S. Department of Conmerce, 5285 Port Royal Road,
Springfield, Virginia 22161.

U.S. Environmental Protection Agency. 1976. “Erosion and Sedi ment Control
Surface Mning in Eastern U.S., Vol 1: Planning; Vol 2, Design,” EPA-
625/ 3- 76- 006, EPA Technol ogy Transfer, Washington, D.C. Available from
Nati onal Technical Information Service, U S. Department of Commerce,
5285 Port Royal Road, Springfield, Virginia 22161

U.S. Environmental Protection Agency. 1979. “Survey of Solidification/
Stabilization Technol ogy for Hazardous Industrial Sites,” EPA-600/2-79-
956, Cincinnati, Ohio. Available from National Technical |nfornation
Service, U S. Departnent of Comrerce, 5285 Port Royal Road, Springfield,
Virginia 22161

U.S. Environmental Protection Agency. 1980. “Treatability Manual, Technol o
gies for Control/Renmoval of Pollutants,” EPA-600/8-80-042c, O fice of
Research and Devel opnent, Washi ngton, D.C. Available from Nationa
Technical Information Service, U S. Department of Commerce, 5285 Port
Royal Road, Springfield, Virginia 22161.

U.S. Environmental Protection Agency. 1982. “Handbook for Renedial Action at
Hazar dous WAste Disposal Sites,” EPA-625/6-82-006, Cincinnati, Ohio.
Avai l abl e from Nati onal Technical Information Service, U S. Departnent
of Commerce, 5285 Port Royal Road, Springfield, Virginia 22161

U.S. Environmental Protection Agency. 1986. “Superfund Public Health
Assessment Manual ,” EPA/540/1-86/060, O fice of Solid Waste and
Emer gency Response Directive 9285.4-1, Ofice of Emergency and Renedi al
Response, 401 M Street, NW Washington, DC. Available from Nationa
Technical Information Service, U S. Department of Commerce, 5285 Port
Royal Road, Springfield, Virginia 22161.

U.S. Environmental Protection Agency. 1987. “A Conpendi um of Superfund Field

Operations Methods,” EPA/540/P-87/001, Ofice of Solid Waste and
Emer gency Response Directive 9355.0-14, O fice of Emergency and Renedi al

A-3



EM 1110- 1-502
30 Apr 94

Response, 401 M Street, NW Washi ngton, DC. Avail able from Nati onal
Technical Information Service, U. S. Department of Commerce, 5285 Port
Royal Road, Springfield, Virginia 22161.

U.S. Environmental Protection Agency. 1988. “CERCLA Conpliance with O her Laws
Manual ,” EPA/ 540/ G- 89/006, O fice of Solid Waste and Emergency Response
Directive 9234.0-3, Ofice of Energency and Renedi al Response, 401 M
Street, NW Washington, DC. Available from National Techni cal
Information Service, U S. Departnment of Conmerce, 5285 Port Royal Road,
Springfield, Virginia 22161.

U.S. Environmental Protection Agency. 1988. “Gui dance on Conducti ng Renedi al
I nvestigations and Feasibility Studi es Under CERCLA,” EPA/ 540/ G 89/004,
Ofice of Solid Waste and Emergency Response Directive 9355.3-01, Ofice
of Energency and Renedi al Response, 401 M Street, NW Washington, DC.
Avai l abl e from National Technical Information Service, U S. Depart-nent
of Commerce, 5285 Port Royal Road, Springfield, Virginia 22161.

U. S. Environmental Protection Agency. 1988. “Guidance on Renedi al Actions for
Cont am nated Ground Water st Superfund Sites,” EPA/ 540/ G 88/003, Ofice
of Solid Waste and Energency Response Directive 9283.1-2, Ofice of
Emer gency and Remedi al Response, 401 M Street, NW Washi ngton, DC.
Avail abl e from Nati onal Technical Information Service, U S. Departnent
of Commerce, 5285 Port Royal Road, Springfield, Virginia 22161.

U. S. Environmental Protection Agency. 1988. “Superfund Exposure Assessnent
Manual ,” EPA/540/1-88/001, O fice of Solid Waste and Emergency Response
Directive 9285.5-1, Ofice of Energency and Renedi al Response, 401 M
Street, NW Washington, DC. Avail able from National Technical |nfornma-
tion Service, U S. Department of Conmerce, 5285 Port Royal Road,
Springfield, Virginia 22161.

U.S. Environmental Protection Agency. 1991. “Soil Vapor Extraction Technol ogy
Ref erence Handbook,” EPA/540/2-91/003, Ofice of Emergency and Renedi al
Response, 401 M Street, NW Washi ngton, DC. Avail able from Nati onal
Technical Information Service, U S. Department of Commerce, 5285 Port
Royal Road, Springfield, Virginia 22161.

A-2. Related Publications.

a. Contai nment Technol ogi es.

(1) Capping.

The Asphalt Institute. 1976 (Nov). *“Asphalt in Hydraulics,” Manual Series
No. 12, The Asphalt Institute.

Brady, N. C 1974. The Nature and Properties of Soils, 8th Ed., MacMII an,
New Yor K.

Brawner, C. 0., Ed. 1980. Eirst International Conference on U anium M ne Waste
Di sposal, Society of Mning Engineers, Littleton, CO

A4



EM 1110- 1-502
30 Apr 94

Chanberlain, E. J., and Cow, A. J. 1979. “Effect of Freezing and Thaw ng on
the Permeability and Structure of Soils,” Engineering Geol ogy, 13,
El sevier Scientific Publishing Co., Ansterdam The Netherl ands, pp 73-
92.

Daniel, D. E., and Liljestrant, H M 1984 (Jan). Effects of Landfill
Leachates on Natural Liner Systens, Chem cal Manufacturer*s Associ ati on.

Engl and, C. B. 1970. “Land Capability: A Hydrologic Response Unit in Agri-
cul tural Watersheds,” ARS 41-172, Agricultural Research Service, U.S.
Depart ment of Agriculture.

Ghassem, M 1983 (May). “Assessnment of Technol ogy for Constructing and
Installing Cover and Bottom Liner Systems for Hazardous Waste
Facilities,” Vol 1, EPA Contract No. 68-02-3174, work assignnent No.
109, U.S. EPA

Kays, W B. 1977. Construction of Linings for Reservoirs. Tanks., and Pollution
Control Facilities, John Wley & Sons, New York.

Kmet, P., Quinn, K J., and Slavik, C 1981 (Sep). “Analysis of Design
Parameters Affecting the Collection Efficiency of Clay Lined Landfills,”
Uni versity of W sconsin Extension.

Lanbe, W T., and Whitman, R V. 1979. Solid Mechanics. SI Version, John WIley
and Sons, NY.

Lutton, R J. 1982. “Evaluating Cover Systens for Solid and Hazardous Waste,”
SW867 (Revised Edition), U S. EPA Washington, DC.

Morrison, W R, and Sinmmons, L. R 1977. “Chem cal and Vegetative
Stabilization of Soil: Laboratory and Field Investigations of New
Material s and Methods for Soil Stabilization and Erosion Control,”
Bureau of Reclamation Report No. 7613.

O dham J. C, et al. 1977. “Materials Evaluated as Potential Soil Stabiliz-
ers,” Mscellaneous Paper No. S-77-15, U.S. Arny Engi neer WAt erways
Experiment Station, Vicksburg, M.

Ri chards, L. A 1965. “Physical Condition of Water in Soil,” In: Methods of
Soil Analysis, C. A Black, Ed., Anmerican Society of Agronony, Inc.

Schroeder, P. R, et al. 1984. “The Hydrol ogi c Evaluation of Landfill
Performance (HELP) Model,” Vol 1, EPA/530-SW84-009, U.S. EPA

Tchobanogl ous, G, et al. 1977. Solid WAstes: Engineering Principles and
Managenent |ssues, MG awHill, New York.

U.S. EPA. “Construction Quality Assurance for Hazardous Waste Land Di sposal
Facilities,” Public Corment Draft, J. C. Herrmann, Project Oficer,
EPA/ 530- SW 85- 021.



EM 1110- 1-502
30 Apr 94

U S. EPA. 1982 (July). Draft RCRA Gui dance Docunent Landfill Design, Liner
Systenms and Fi nal Cover

U S. EPA. 1983. *“Lining of Waste | npoundnent and Di sposal Facilities.
SWB70.

U S. EPA. “Procedures for Mdeling Fl ow Through Clay Liners to Determ ne
Requi red Liner Thickness,” EPA/530-SW 84-001.

Warner, R C., et al. “Denpnstration and Eval uati on of the Hydrol ogi c Effec-
tiveness of a Three Layer Landfill Surface Cover Under Stable and
Subsi dence Conditions,” Phase |, Final Project Report.

Warner, R C., et al. 1984. “Miltiple Soil Layer Hazardous Waste Landfil
Cover: Design, Construction, Instrumentation and Monitoring, In: Land
Di sposal of Hazardous Waste, Proceedings of the Tenth Annual Research

Synposi um

(2) Dust controls.

Ritter, L. J., Jr., and Paquette, R J. 1967. Hi ghway Engineering, 3rd Ed.
The Ronald Press Go., New York, pp 726-728.

(3) Horizontal barriers.

Bureau of Reclamation. “Pressure Grouting,” Technical Meno 646.

U. S. EPA. Handbook for Evaluating Renedial Action Technol ogy Pl ans.

(4) Sedinment control barriers.

California Departnent of Conservation. 1978 (May). Erosion and Sedi nent Con-

trol Handbook, Department of Conservation, State of California.

U S. EPA 1972 (Aug). “CGuidelines for Erosion and Sedi ment Control Pl anning
and | npl enentation,” Environnental Protection Technical Services.

U S. EPA. 1978 (Sep). “Managenent of Bottom Sedi ment Containing Toxic Sub-
stance Procedure,” 3rd U. S. -Japan Meeting.

U S. EPA. 1982 (Jun). “Handbook, Renedial Action at Waste Disposal Sites,”
EPA- 625/ 6- 6- 82- 006, Ci ncinnati, OH

(5) Surface controls.

U S. EPA 1982 (Jul). “Draft RCRA Guidance Docunent Landfill Design, Liner
Systems, and Final Cover.”

(6) Vertical barriers.

Bureau of Reclamation. “Pressure Grouting,” Technical Menp. 646.



EM 1110- 1-502
30 Apr 94

Shuster, J. 1972. “Controlled Freezing for Tenporary G ound Support,” Pro-
ceedings. 1st North Anmerican Rapid Excavation and Tunneling Conference.

Xant hakos, P. Slurry Walls, MG aw Hi|Il, New York.

b. Treatnent Technol oqgi es.

(1) Air em ssion control s/gas treatnent.

Bonner, T., et al. 1981. Hazardous WAste Incineration Engineering, Noyes Data
Corp., Park Ridge, NJ.

Kern, D. Q 1950. Process Heat Transfer, McGrawHiIl, New York.

Kohl, A., and Riesenfeld, F. 1979. Gas Purification, Gulf Publishing Co.

Perry and Chilton. 1973. Chem cal Engi neers* Handbook, 5th Ed., McGawHill,
New Yor K.

Research and Educati on Association. 1978. “Mddern Pollution Control Tech-
nol ogy,” Vol 1, Air Pollution Control.

(a) Biological treatnent.

Benefield, L. D., and Randall, C. W 1980. Bi ol ogical Process Design for
Wast ewater Treatnent, Prentice-Hall, Englewood Ciffs, NJ.

Clark, J. W, Viessman, W, Jr., and Hammar, J. 1977. Water Supply and
Pollution Control, |EP, Dun-Donnelly, New York.

Eckenfel der, W, Jr. 1980. Principles of Water Quality Managenent, CBI
Publ i shi ng, Boston.

Fair, G, Geyer, J., and Okun, D. 1968. Water and WAst ewater Engi neering,
Vol 2, John WIley, New York.

Junkins, R, et al. 1983. The Activated Sludge Process: Fundanental s of
Operation, Ann Arbor Science Publishers, Ann Arbor, M.

Manual of Practice No. 16, Anaerobic Sludge Digestion. 1968. W PCF.

Metcal f & Eddy. 1972. WAstewater Engineering: Treatnent. Disposal. Reuse,
2nd BEd., McGawHill, New York.

Overcash. 1979. Design of lLand Treatnent Systens for |ndustrial \Wastes.

Shreve, R N, and Brink, J. A, Jr. 1977. Chenical Process |Industries,
MG awHi |1, New York.

Smith, E. D., et al. 1980. Proceedings First National Synposium Wrkshop,
Rot ati ng Bi ol ogi cal Contractor Technol ogy, University of Pittsburgh.




EM 1110- 1-502
30 Apr 94

Speece, R E., and Malina, J. F., Jr., Eds. 1973. Applications of Comrerci al
Oxygen to Water and Wastewater Systems, University of Texas, Austin.

U S. EPA. 1985 (Dec). “CGuide for ldentifying Cleanup Alternatives at
Hazar dous-Waste Sites and Spills,” EPA/600/3-83-063; NTIS PB86-144664.

U. S. EPA. 1980. “Hazardous Waste Land Treatnment,” EPA SW 874.

U S. EPA. 1984 (Dec). “Pernit Guidance Manual on Hazardous WAste Land Treat-
ment Denonstrations,” Draft, EPA 530-SW 84-015.

U S. EPA. Process Desiqgn Manual . Sl udge Treatnent and Di sposal .

U.S. Minicipal Environmental Research Laboratory. 1983 (Cct). “Process Design
Manual for Land Application of Minicipal Sludge,” EPA 625/1-83-016, U.S.
EPA.

Vesilind, P. A Sludge Treatnent and Di sposal .

(b) Chenical treatnent.

Audrieth, L. F., and Ogg, B. A 1951. The Chemistry of Hydrazine, John
Wl ey, New York.

Berkowitz, J. B., et al. 1978. Unit Operations for Treatnent of |ndustri al
Wast es, Noyes Data Corp., Park Ridge, NJ.

Butler, J. W 1964. Solubility and pH Cal cul ati ons, Addi son-Wesl ey.

Duffey, J. C., Gale, S. B., and Bruckenstein, S. “Electrochem cal Renoval of
Chromates and Ot her Metals,” In: Cooling Towers, Vol 2, pp 44-50.

McHugh, M A., and Krukonis, V. J. 1986. Supercritical Fluid Extraction
Principles and Practice, Butterworth Publishers, Boston.

Metcal f & Eddy, Inc., revised by Tchobanogl ous, C. 1979. WAstewater Engi-
neering: Treatnment. Disposal. Reuse. 2nd Ed.

Reduction by Direct Current (Electrochenical Treatment) References: Scull,
G W, and Uhrich, K D. “Electrochenical Renpval of Heavy Metals in the
Presence of Chel ating Agents,” Andco Environnental Processes, Inc.,
Anmherst, New YorKk.

Si npson, D. K 1983 (Cct). “Safety Handling Hydrazine,” prepared for the Water
I ndustrial Power Conference, Southfield, M.

Tsusita, R A, et al. 1981. “Pretreatnent of Industrial Wastes, Manual of
Practice,” No.FD- 3, Water Pollution Control Federation, Wshington, DC.

(2) In situ treatnent.



EM 1110- 1-502
30 Apr 94

Ahlert, R C., and Kosson, D. S. In-Situ and On-Site Bi odeqgradation of
Industrial Landfill lLeachate, NTIS, Springfield, VA

American Petroleum Institute. 1982 (Feb). Enhancing the M crobial Degradation
of Underground Gasoline by Increasing Avail able Oxygen, Texas Research
I nstitute.

American PetroleumlInstitute. 1985. “Feasibility Studies on the Use of
Hydr ogen Peroxi de to Enhance M crobi al Degradations of Gasoline,” API
Publ i cati on 4389.

Baker, R, et al. 1986 (Oct). “In Situ Treatnent for Site Renediation,” paper
presented at Third Annual Hazardous WAste Law and Managenent Conference,
Seattle, WA, and Portland, OR

Cherem sinoff, N. , and Azbel, D. 1983. Liquid Filtration, Science Publish-
ers, Ann Arbor, M.

Cheremisinoff, P. N., and Ell erbusch, F. 1980. Carbon Adsorption Handbook,
Sci ence Publishers, Ann Arbor, M.

Dodds, R A., and Cohen, J. M 1980 (Apr). “Carbon Adsorption Isotherns for
Toxi ¢ Organics,” EPA-600/8-80-023, U S. EPA

Ellis, W D, and Fogg, T. R 1986 (Aug). “Treatnment of Soils Contam nated
Wth Heavy Metals,” EPA/600/9-86/022, U.S. EPA, pp 201-207.

Fl athman, P. E., and Caplan, J. A. 1985 (Apr). “Biological Ceanup of Chenical
Spills,” paper presented at Hazmacon ‘85 Conference, CQakland, CA.

Gosset, J. M, et al. 1985 (Jun). “Mass Transfer Coefficients and Henry*s
Constants for Packed-Tower Air Stripping of Volatile Organics: Measure-
ment and Correlation,” ESL-TR-85-18, Final Report, U S. Air Force.

Kavanaugh, M C., and Trussel, R R 1980 (Dec). “Design of Aeration Towers to
Strip Volatile Contami nants from Drinking Water,” Journal AWM.

Modern Pol | ution Control Technol ogy. 1978. Vol 2, Water Pollution Control,
Research and Educati on Associ ati on.

Nyer, E. K. 1985. “Treatment Methods for Organic Contam nants: Biol ogical
Methods - In Situ Treatnent,” Groundwater Treatnent Technol ogy, Van
Nostrand Rei nhol d, pp 10-108.

Perry and Chilton. 1973. Chem cal Engi neers* Handbook, 5th Ed., McGawHill,
New Yor K.

Schweitzer, P. A 1979. Handbook of Separation Techni gues for Cheni cal Engi -
neers, McGawHill, New York.




EM 1110- 1-502
30 Apr 94

Shukl a, Harish M, and Hicks, R E 1984. “Process Design Manual for Stripping
of Organics,” EPA/600-/2-84-130, U.S. EPA

Treybal, R 1983. Mass Transfer Operations, 3rd Ed., MG awHill, New York.

U S. EPA 1985. “In Situ Treatnment - Bioreclamation,” Renedial Action at \Waste
Di sposal Sites, Revised, EPA/ 625/6/-85/006.

U S. EPA. 1984 (Sept/Nov). “Review of In-Place Treatnent for Contaninated
Surface Soils,” Vol 1, Technical Evaluation, Vol 2, Background | nfor-
mation for In Situ Treatnent, EPA-540/2-84-003a and EPA-540/284-003b,
(NTI'S PB-124881 and PB-124899).

ward, C. H, and Lee, M D. 1985. “In Situ Technol ogi es,” G oundwat er
Pollution Control, Canter and Knox, Eds., Lewi s Publishers.

Wetzel, R S., et al. 1986 (Aug). “Field Denmonstration of In Situ Biological
Treat ment of Contaninated G oundwater and Soils,” EPA/ 600/9-86/022, U.S.
EPA, pp 146-160.

Yaniga, P. M, and Sanith, W 1984. “Aquifer Restoration via Accelerated In
Situ Bi odegradati on of Organi c Contami nants.” Proceedi ngs. NWW API
Conference on Petrol eum Hydrocarbons and Organic Chenicals in G oundwa-
ter Prevention. Detection, and Restoration, pp 451-470.

(3) Solids dewatering.

Metcal f and Eddy, Inc. 1972. Wastewater Engineering: Collection. Treatnent,
Di sposal, McGrawHill, New York.

Perry and Chilton. 1973. Chem cal Engi neer*s Handbook, 5th Ed., McGawHill,
New Yor K.

Research and Educati on Association. 1978. “Mddern Pollution Control Tech-
nol ogy,” Vol 11, Solid Waste Di sposal .

(4) Solids processing.

Gven, |I. A 1973. Mning Engineering Handbook, Society of M ning Engi neers,
New Yor K.

Taggert, A F. 1951. Elenents of O e Dressing. John WIley, New York.

Techni cal Handbook for Stabilization/Solidification Alternatives for Renedi al
Action at Uncontrol |l ed Hazardous Waste Sites. 1986. Environment al
Laboratory, U. S. Army Engi neer WAterways Experinent Station, Vicksburg,
VS.

U S. EPA 1982 (Sept). “Guide to the Disposal of Chenmically Stabilized and

Solidified Waste,” EPA Doc. No. SW872. Municipal Environnental Research
Laboratory, Cincinnati, OH

A-10



EM 1110- 1-502
30 Apr 94

U S. EPA. 1982 (Jun). “Renedial Action at Waste Disposal Sites,” Minicipal
Envi ronment al Research Laboratory, Cincinnati, OH.

(5) Thermal treatnent.

Ahling, B. 1979 (Nay). “Destruction of Chlorinated Hydrocarbons in a Cenent
Kiln,” Environmental Science and Technol ogy, Vol 13, No. 11.

Brunner, C. R 1984. |lncineration Systens Sel ection and Design.” Van Nostrand

Rei nhol d, New Yor k.

Envi ronment Canada, Environnmental Protection Service, Environmental
| npact Control Directorate, WAaste Managenment Branch. 1982.
Destruction Technol ogies for Pol ychlorinated Bi phenyls (PCBs).
Based on a report to the Waste Management Branch by M M Dillon
Ltd., Consulting Engineers and Pl anners, Toronto, Ontario, Canada.

Frankel, 1., Sanders, N., and Vogel, G 1983 (Mar). Survey of the Incineration
Manuf acturing | ndustry. CEP.

Lauber, J. D. 1982 (Jul). “Burning Chem cal Wastes as Fuels in Cenent Kilns,"”
Journal of the Air Pollution Control Association, Vol 32, No. 7.

McBride, J. L., and Heinback, J. A 1982 (Jul). “Skid Munted System G ves
Cal i forni a Hazardous Wastes Hot Time,” Pollution Engineering.

McCarthy, J. J. 1982 (Feb). “Technol ogy Assessnment of the Vertical Well
Cheni cal Reactor,” EPA-600/2-82-005, prepared for U S. EPA, Minici pal
Envi ronnment al Research Laboratory, O fice of Research and Devel opnent.

oeracker, D. A 1984. “Hazardous Waste |ncineration Performance Eval uations
by the United States Environnental Protection Agency,” EPA-600/D 84-285,
prepared for U S. EPA Cincinnati, OH

Peters, J. A, Hughes, T. W, and Murninghan, R E. 1983. Evaluation of
Hazardous WAste Incineration in a Cenent Kiln at San Juan Cenent,
Monsant o Research Go., Dayton, OH.

Seebol d, J. A 1984 (Dec). “Practical Flare Design,” Chem cal Engineering,

U. S. Congress, Ofice of Technol ogy Assessnent, |ndustry, Technol ogy, and
Enpl oyment Program 1985. Superfund Strategy-Preventing a Toxic
Tonorr ow.

U S. EPA. 1981 (Sept). “Engineering Handbook for Hazardous Wiste
Incineration,” NTIS Report No. P881-248163, prepared for U. S. EPA by
Monsant o Research Corp. Dayton, OH.

Weltzman, L. 1983. “Cenent Kilns as Hazardous Waste | ncinerators,” Environ-
nental Progress, Vol 2, No. 1.

Wlhelm, A R, and Knopp, P. V. 1979 (Aug). Wet Air xidation - An
Alternative to Incineration, CEP.

A-11



EM 1110- 1-502
30 Apr 94

Wllianms, |. M, Jr. 1982. “Pyrolytic Incineration Destroys Toxic Wastes,
Recovers Energy, Pollution Engineering.

Zanetti, W J. 1983 (Dec). “Plasma: Warming Up to New CPl Applications,”
Cheni cal Engi neering.

c. Renoval/Collection Technol oqgi es.

(1) dean/replace contam nated water and sewer |ines.

Cl eaning Pipelines: A Pigging Prinmer. 1985 (Feb). Chenical Engineering.

U S. EPA 1983 (Oct). “Denonstration of Sewer Relining by the Insituform
Process, Northbrook, IL.” EPA-600/2-83-064.

WPCF. 1980. “Operation and Mintenance of Wastewater Collection Systens,”
Manual of Practice No. 7.

(2) Drum and debris renoval.

U S. EPA. 1982 (Jun). “Handbook, Renedial Action at Waste Disposal Sites,”
EPA- 625- 6- 6- 82- 006, Ci ncinnati, OH.

(3) Enhanced renoval .
Donal dson, E. C., Chilingarian, C. U, and Ven, T. F. 1985. Enhanced O

Recovery. Fundanental s and Anal yses, 1, Elsevier Science Publishers
B.V., Anmsterdam The Netherl ands.

H K. Van Poollen and Assoc., Inc. 1980. Enhanced O | Recovery, Pennwells
Publ i shi ng Conpany, Tulsa, OK
Kol tuniak, D. L. 1986 (Aug). “In Situ Air Stripping C eans Contam nated

Soils,” Chenical Engineering, pp 30-31.

Patton, C. C 1981. O lfield Water Systems. Norman. Okl ahommn, Canpbell
Petrol eum Seri es.

Peurifoy, R L. 1970. Construction Planning. Equipnment and Methods, 2nd Ed.,
MG awHi ||, New York. (Sonmewhat dated but a good overview of solids
handl i ng equi prment .)

Schumacher, M 14., Ed. 1980. Enhanced Recovery of Residual and Heavy GO ls,
Noyes Data Corp., Park Ridge, NJ. (Contains references.)

(4) Gas collection.

Argonne National Laboratory. 1982 (Feb). “Environnmental |npacts of Sanitary
Landfills and Associ ated Gas Recovery Systens,” (ANL/CNSV-27), Argonne
Nati onal Laboratory, Argonne, IL.

Bureau of Reclamation. 1978. Drainage Minual, U. S. GPO, Washi ngton, DC,
286 pp.

A-12



EM 1110- 1-502
30 Apr 94

Bur eau of Recl amation. 1981. G oundwater Munual, 2nd Ed., U S. GPO, Wash-
i ngton, DC, 480 pp.

Encon Associ ates. 1980. Methane CGeneration and Recovery from Landfills,
Sci ence Publishers, Ann Arbor, M.

Freeze, et al. 1979. G oundwater, Prentice-Hall Inc., Englewod Ciffs, NJ.

Johnson Division, UOP, Inc. 1975. G oundwater and Wells, Johnson Di vi sion,
UOP, Inc., Saint Paul, M\

Landfill Methane Recovery. 1983. Energy Technol ogy Revi ew #80, Noyes Data
Cor p.

Tchobanogl ous, Theisen, and Eliassen. 1977. Solid WAstes - Engineering Prin-
ciples and Managenent |ssues, MG awHill, New York.

U S Arny. 1971. “Dewatering: G oundwater Control for Deep Excavations,”
Techni cal Manual No. 5-818-5, prepared by the U.S. Arny Engi neer
WAt erways Experinent Station.

U S. Department of Agriculture. 1971. “Section 16, Drainage of Agricultural
Land,” in SCS National Engineering Handbook, Engi neering Division, Soil
Conservation Service, Washington, DC.

U S. EPA. 1982 (June). “Handbook for Renedial Action at Waste Di sposal Sites
(Revi sed),” EPA-625/6-85/006, prepared by Hazardous WAste Engi neering
Research Laboratory, Cincinnati, OH.

U S. EPA. RCRA Groundwater Monitoring Techni cal Enforcenent Gui dance Documnment
(TEGD) .

d. Disposal technol ogies.

(1) Atnospheric discharge.

GCA Corp. 1984 (Dec). “Evaluation and Sel ection of Mdels for Estimating Air
Enmi ssi ons from Hazardous WAste Treatnent, Storage and Di sposal
Facilities,” EPS-450/3-84-020.

Kohl, A., and Riesenfeld, F. 1979. Gas Purification, 3rd Ed., Gulf Publishing
Co.

Vogel , C. 1985 (May). “Air Emission Control at Hazardous WAste Managenent
Facilities,” Journal of the Air Pollution Control Association.

(2) Waste-water discharge.

Fl orida Department of Environnmental Regulation. 1981 (Apr). Class V Injection
Well I nventory.

A-13



EM 1110- 1-502
30 Apr 94

U S. EPA. 1977 (Dec). “An Introduction to the Technol ogy of Subsurface
Wast ewat er | njection,” EPA-600/2-77-240, prepared for the U S. EPA by
Don L. Warner, University of Mssouri-Rolla and Jay H Lehr, National
Water Wl | Association.

U S. EPA 1982 (Sept). “Fate of Priority Pollutants in Publicly Owed Treat-
ment Works,” Vol | and I, EPA 440/1-82/303, U S. EPA, Witer and Waste
Managenment Series, Effluent Guidelines Division WH-522.

U S. EPA 1980 (Jul). “Treatability Manual, Volunme Treatability Data,” EPA-
600/ 8- 80- 042a, U.S. EPA Research and Devel opnment Seri es.

Versar, Inc. 1979 (Dec). “Water-Related Environnental Fate of 129 Priority

Pol lutants,” Vol | and Il, NTIS PB8O 204381, Versar, Inc., Springfield,
VA. Prepared for U S. EPA, Washington, DC.

A-14



