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Appendix A
References

A-1. Required Publications

Code of Federal Regulations (CFR)
Title 49-Transportation, Part 171

EP 310-1-6A
Signs Standards Manual

EM 385-1-1
Safety and Health Requirements Manual

1ASTM A312
Specifications for Seamless and Welded Austenitic
Stainless Steel Pipe

1ASTM A795
Specifications for Black and Hot-Dipped Coated (Gal-
vanized) Welded and Seamless Steel Pipe for Fire
Protection Use

2AWWA C104
American National Standard for Cement Mortar lining for
Ductile-Iron Pipe and Fittings for Water

2AWWA C105
American National Standard for Polyethylene Encasement
for Ductile-Iron Pipe for Water

2AWWA C151
American National Standard for Ductile-Iron Pipe,
Centrifugally Cast in Metal Molds or Sand-Lined Molds,
for Water

1 Available from American Society for Testing and
Materials, 1916 Race St., Philadelphia, PA 19103.
2 Available from American Water Works Association,
6666 West Quincy, Denver, CO 80235.

3National Fire Protection Association
Fire Protection Handbook

3National Fire Protection Association
National Fire Codes

3NFPA 10
Standard for Portable Fire Extinguishers

3NFPA 13
Standard for the Installation of Sprinkler Systems

3NFPA 13A
Recommended Practice for the Inspection, Testing and
Maintenance of Sprinkler Systems

3NFPA 14
Standard for the Installation of Standpipe and Hose
Systems

3NFPA 15
Standard for Water Spray Fixed Systems for Fire
Protection

3NFPA 20
Standard for the Installation of Centrifugal Fire Pumps

3NFPA 1961
Standard for Fire Hose

U.S. Army Engineer Waterways Experiment Station
“Zebra Mussel Research Technical Notes,” 3909 Halls
Ferry Road, Vicksburg, MS 39180

3 Available from National Fire Protection Association,
P.O. Box 9146, Quincy, MA 02269.
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